
Artistic Woodturners -  17 June 2017 

 In the absence of Norm Freeman, who is attending a seriously ill family member, 

and of Mike Demaline, who is out of town, the meeting was called to order by past 

president Ed Rose. 21 members attended. Two visitors, George Trice and John Lemons, 

presented themselves to our members. 

 Ed reminded all members that the opportunity to join AAW at half price rate of 

$30 (for new members) ends June 30. Four Beads of Courage containers were 

received. Final collection of BOC containers will take place at our July meeting.  Repeat 

participation in the Families First annual day camp for foster children was discussed. 

Ralph Thomas is back and will be our point man again for this activity. 

Bo FlandersΩ two decade collection of Fine Woodworking magazines has been 

donated to the club and will be offered to the winning raffle ticket holder next 

meeting. Raffle tickets are $2 each or 3 for $5. Those who bought 2 tickets at this 

meeting may affirm on their honor next meeting that they did so to receive another 

ticket for $1. If you bought tickets and will not be present next meeting, be sure to give 

your tickets to someone who will and who can stand in for you. 

 

  

 

  



Show and Tell: 

Beads of Courage containers were presented by Al McCoy, Jeff Olive and Ned Wernick, 

and by Neil McWilliams. Dick Johns showed several pieces with hard to replicate 

features.  A  handmade glue bottle tip elevator was demonstrated by Willie McDuffie 

and a homemade jig for sharpening plane irons was demonstrated by Earl Rennie. 

                     

 

     

  



Auction:  Multiple bowl blanks were offered at auction from Ed RoseΩs extensive stock 

and items from Neil McWilliamsΩ continued tool consolidation were offered. A nice 

stock of Corian was also auctioned. 

 

      



DEMO: 

Ed Rose demonstrated the use of powdered metal as an inlay to enhance wooden 

turnings ς bowls, boxes, even bottle stoppers. 

Powdered aluminum, brass, bronze, copper and pewter are available online for 

purchase. Ed recommended the DVD by Ted Sokolowski entitled Metal Inlay 

Techniques for Woodturning and Woodworking for detailed instruction. 

Cracks in bowls may be enhanced by creating a pattern incorporating the crack, carving 

the pattern at least 1/8έ deep with carving tools, manual or power. The metallic 

powder is then consolidated by careful application of ultra thin superglue, with the 

metal powder standing slightly proud of the pattern. The extra may then be turned or 

sanded away.  Striking effects are readily created. Several applications may be needed 

if small voids appear after leveling the surface by turning or sanding. It is important to 

seal the surface of the wood wherever the glue may run or it will color the wood and 

need to be sanded or scraped away. Shellac or sanding sealer work well for this 

purpose. 

  

  



               

 

                                

After sanding metal inlay flush with surface; edges define sharpness of pattern 



   

Filling natural defect in vase with powered copper 

                                          

Micromotor (5000-30,000 RPM) powered carver  



  

Carving and filling design on bottle stopper with powdered copper 

 
Consolidating powdered metal with superglue  


